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Corradi Maestro Bioclimatic

Ideal for

The Corradi Maestro merges architectural elegance with advanced

climate control, offering reliable protection against rain and strong « Residential Patios &
winds. Crafted from premium, weather-resistant materials, it adapts Gardens - Create year-round
effortlessly as a wall-mounted extension or a free-standing pavilion, outdoor living spaces protected
ensuring lasting outdoor comfort with minimal maintenance. from elements.

* Restaurants & Cafés - Provide
stylish, weather-proof dining
areas for guests.

Designed for seamless integration, multiple Maestro modules can
connect without doubled support pillars, creating expansive shaded
areas with uninterrupted lines. lts refined aesthetic enhances any
space, transforming outdoor environments into sophisticated retreats. * Event Venues - Offer
adaptable coverage for
weddings, corporate events, and
gatherings.

* Rooftop Terraces - Maximise
usage with controllable shade
and protection at high altitudes.

* Choice of soft canvas or
adjustable aluminium blades for
flexible coverage

* Fully weatherproof with integrated
drainage

* Discreet LED lighting creates
ambient night-time appeal

Contact our friendly experts for more information

Cape Town +27 (0) 21 590 5090 | Johannesburg +27 (0) 11 887 8656 | Durban +27 (0) 72 492 2350
or visit our website and complete the contact form at www.acscreens.co.za/contact and we'll call you back.
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Corradi Maestro Bioclimatic

Specifications
¢ Side Closures - Works with

* Dimensions - Single Unit: Up to 4700 x 6205 mm. Structures motorized privacy screens, glass
can be coupled to create larger spans without doubling the pillars sliding doors, or vertical closures.

Additional Information

* Operating System —
Motorized Maestro operates via
remote control, with the motor
neatly concealed.
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* Configurations - Can be free-standing with four pillars or wall-
mounted (requiring only two pillars)

* Adjustable Blade - Rotate up to 140°, with choice of opening
direction for optimal light and shade control.

* Waterproofing - Fully water-resistant when closed, rain is
channelled through integrated gutters and pillars

* Front Beam & Gutters - Beam height is 25 cm, with a 12 cm
recessed gutter flush with frame for a clean, minimalist aesthetic.
Pillars double as integrated rain-sculpt drainpipes

* LED Lighting - LED lighting can be integrated directly into blades,
canvas tubes, or supporting frame and pillars for ambient evening
use

Contact our friendly experts for more information
Cape Town +27 (0) 21 590 5090 | Johannesburg +27 (0) 11 887 8656 | Durban +27 (0) 72 492 2350
or visit our website and complete the contact form at www.acscreens.co.za/contact and we'll call you back.



